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Product Description

STAUFF Systems Units are characterized by their extremely efficient filter elements which are 
rated to 5 micron. Specially designed for industrial hydraulic installations the STAUFF Offline 
Filters are available in single or double length configurations. The Offline Filter Units can easily 
be mounted to new and existing hydraulic installations. By means of an integrated motor/pump 
unit and an Offline Filter, the oil is pumped from the reservoir through the filter unit and after 
filtering the oil is then returned to the tank.

Economical

The hydraulic market accepts that 80 % of mechanical failures are caused by contamination 
in the system. The STAUFF Water Absorbing Offline Filters attack this contamination at source 
and in addition to solid particles, these filters are also capable of removing large quantities of 
water from the oil. This prevents the catalytic reaction of water and solid particle contamina-
tion, resulting in extended useable oil life. 

The application of STAUFF Filters results in lower component failure rates, less down time and 
less system maintenance.

Water Absorbing

STAUFF Water Absorbing Filters are Offline Units that use special water absorbing Spin-On 
Filter Elements as a pre-filter. The fluid is pumped through the pre-filter which removes 
most water and larger solid contamination, in the second stage the fluid passes through the 
STAUFF Micro Filter where final water removal takes place as well as solid removal down to 
0,5 micron.

In recent years STAUFF Systems have developed a great deal of experience in cleaning and 
drying hydraulic and lubrication systems in the following markets:

	� Steel industry
	� Maritime industry
	� Petrochemical industry
	� Paper industry

Advantages

	� Extremely clean oil due to the high filtration efficiency ß0,5 ≥ 200, ß2 ≥ 2330
	� Prevention of channel forming by radial filtration direction
	� Increased flow capacity
	� Increased dirt-hold capacity
	� Large water holding capacity
	� Compact and easy-maintenance design
	� Longer usage life for oil and components

Water Absorbing Offline Filter § Type OLSW

Offline and Bypass Filters
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Water Absorbing Offline Filter § Type OLSW

All dimensions in mm / in

Dimensions OLSW-1-60Dimensions OLSW-1-30 

Offline and Bypass Filters
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Water Absorbing Offline Filter § Type OLSW

Dimensions OLSW-2-60Dimensions OLSW-2-30 

All dimensions in mm / in

Offline and Bypass Filters
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Water Absorbing Offline Filter § Type OLSW

Dimensions OLSW-4-60Dimensions OLSW-4-30 

All dimensions in mm / in

Offline and Bypass Filters

Top View
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Actual values

Actual values

Technical Data OLSW

Water absorbing spin-on filter element

Hydraulic
system

Pressure 
filter

Return-Line
Filter

Pump with 
variable flow

Filter with bypass

OLSW-Filter

Connections for 
particle counter

System Example 
Schematic Offline Filtration incl. Water Absorption
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∆p / Viscosity for OLSW-Filter

Water Absorbing Offline Filter § Type OLSW

OLSW-1-30-H-B OLSW-1-60-H-B OLSW-2-30-H-B OLSW-2-60-H-B OLSW-4-30-H-B OLSW-4-60-H-B

Number of Filter Housings 1 1 2 2 4 4

Nominal Flow
2,1 l/min 4,2 l/min 4,2 l/min 8,4 l/min 8,4 l/min 16,8 l/min
.6 US GPM 1.1 US GPM 1.1 US GPM 2.2 US GPM 2.2 US GPM 4.4 US GPM

Max. Differential Pressure
6,2 bar over the filter element without backpressure
90 PSI over the filter element without backpressure

Water Absorbing Capacity
794 ml 1144 ml 1144 ml 1844 ml 1844 ml 3244 ml
25 oz. 38 oz. 38 oz. 62 oz. 62 oz. 109 oz.

Max. Fluid Temperature
+80 °C
+176 °F

Max. Housing Pressure
20 bar
290 PSI

Viscosity Range
20 ... 160 cSt
100 ... 750 SUS

Connection Suction Side G3/8 G1/2 G1/2 G1/2 G1/2 G3/4

Connection Return Side G1/2 G1/2 G1/2 G1/2 G3/4 G3/4

Hose Diameter 1/2 in (inner diameter) flexible hose 3/4 in (inner diameter) 
flexible hose

Weight (including Element)
18 kg 22 kg 25 kg 34 kg 43 kg 65 kg 
39.7 Ibs 48.5 Ibs 55. 1 Ibs 75.0 Ibs 94.8 Ibs 143.3 Ibs

Max. System Volume
1350 l 2700 l 2700 l 5400 l 5400 l 10800 l
356 gal 713 gal 713 gal 1427 gal 1427 gal 2853 gal

Dimensions
H x B x L

401 x 379 x 313 mm 706 x 379 x 313 mm 401 x 545 x 313 mm 706 x 545 x 313 mm 540 x 339 x 521 mm 928 x 341 x 494 mm
15.78 x 14.92 x 12.32 in 27.79 x 14.92 x 12.32 in 15.78 x 21.45 x 12.32 in 27.79 x 21.45 x 12.32 in 21.25 x 13.34 x 20.51 in 36.53 x 13.42 x 19.44 in

Pump Gear pump

Connection Oil-Analysis:
P1 filter inlet side
P2 filter outlet side

Test connector (M16 x 2) Red
Test connector (M16 x 2) Yellow

Offline and Bypass Filters
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e Sealing Material

f E-motor Options

g Pump Options
	

h Clogging Indicator

i Mounting Options
 
 
j Pre-Filter Elements

a Type
	 Offline Filter Unit incl. water absorption	 OLSW
	 (for industrial applications)

b Housing Configuration

 
c Filter Element Length

d Filter Material and Micron Rating

Water Absorbing Offline Filter Housings / Complete Filters § Type OLSW

Water absorption element
SF-6721-W (10 micron water absorbing,  
capacity 444 ml water) A

Pre-filter elements (particles)
without pre-filter element 0
SF-6702-MG (inorganic glass fiber, 1 micron) B
SF-6704-MG (inorganic glass fibre, 3 micron) C
SF-6707-MG (inorganic glass fibre, 6 micron) D
SF-6731-MG (inorganic glass fibre, 12 micron) E
SF-6726-MG (inorganic glass fibre, 25 micron) F
SF-6721 (filter paper, 10 micron) G
SF-6711 (filter paper, 25 micron) H
SF-6791 (wire mesh, 125 micron) J

NBR (Buna-N®) (standard) B
FKM (Viton®) V

Motor Type Code

230/400 V AC, 50 Hz, three phases, 1360 r/min
255/460 V AC, 60 Hz, three phases, 1630 r/min  
(50 Hz and 60 Hz standard)

A

230 V AC, 50 Hz, single phase, 1360 r/min G
110 V AC, 50 Hz, single phase I
110 V AC, 60 Hz, single phase J

Note: Special motors on request.

Visual clogging indicator V

No options (standard) 0

Material Micron  
rating µm Code

Cellulose (standard) 0,5 H
Inorg. glass fibre and polymer  
(water absorption) 5 EA

50 Hz Motor Standard in Code
1,6 cc/rev. OLSW-1-30 00
3,15 cc/rev. OLSW-1-60/2-30 10
6,1 cc/rev. OLSW-2-60/4-30 20
11,3 cc/rev. OLSW-4-60 40

60 Hz Motor Standard in Code
1,25 cc/rev. OLSW-1-30 01
2,5 cc/rev. OLSW-1-60/2-30 11
5,0 cc/rev. OLSW-2-60/4-30 21
10 cc/rev. OLSW-4-60 41

Pre-Filter Elements § Type SF-67Filter Elements § Type SRM

a Pre-Filter Elements
	

SF-6721-W

a Type
	 Filter Element Series	 SRM 

b Filter Element Length

c Filter Material and Micron Rating 

d Sealing Material 
NBR (Buna-N®) (standard) B
FKM (Viton®) V

Material Micron  
rating µm Code

Cellulose (standard) 0,5 H
Inorg. glass fibre and polymer  
(water absorption) 5 EA

ihga b c fed j

OLSW   -   1   -   30   -   H   -   B   -   A   -   01   -   V   -   O   -   A

a b c d

Single housing 1
Twin housing 2
Quadruple housing 4

300 mm / 11.81 in 30
600 mm / 23.62 in 60

300 mm / 11.81 in 30
600 mm / 23.62 in 60

Offline and Bypass Filters

e	Design Code
	 Only for information	 X

e

SRM  -  30  -  H  -  B  /  X

Water absorption element
SF-6721-W (10 micron water absorbing,  
capacity 444 ml water) A

Pre-filter elements (particles)
without pre-filter element 0
SF-6702-MG (inorganic glass fiber, 1 micron) B
SF-6704-MG (inorganic glass fibre, 3 micron) C
SF-6707-MG (inorganic glass fibre, 6 micron) D
SF-6731-MG (inorganic glass fibre, 12 micron) E
SF-6726-MG (inorganic glass fibre, 25 micron) F
SF-6721 (filter paper, 10 micron) G
SF-6711 (filter paper, 25 micron) H
SF-6791 (wire mesh, 125 micron) J



G

195

Product Description

STAUFF System Units are characterized by their pre-heating unit and extremely efficient filter 
elements with a fineness of 0,5 micron.

Specially designed for industrial hydraulic installations, the STAUFF Offline Filters are  
available in single or multiple housing configurations. The Offline Filter Units can easily  
be mounted to new and existing hydraulic installations.

By means of an integrated motor/pump unit and an Offline Filter, the oil is pumped from the 
reservoir through the filter unit and after filtering the oil is then returned to the tank.

Economical 

The hydraulic market accepts that 70 % of the mechanical failures are caused by  
contamination in the system. The STAUFF Offline Filters attack this contamination at the 
source. In addition to solid particles, these filters are also capable of removing water from the 
oil. This prevents the catalytic reaction of water and solid particle contamination, resulting in 
extended usable of life. 

The application of STAUFF Filters results in lower component failure rates, less down time and 
less system maintenance.

In recent years STAUFF Systems have developed a great deal of experience in cleaning and 
drying hydraulic and lubrication systems in the following markets:

	� Steel industry
	� Maritime industry
	� Petrochemical industry
	� Paper industry

Heated Offline Filters 

The electric pre-heating ensures that the cold and/or high viscosity fluid is brought to a 
temperature with a suitable filtration viscosity. Offline Filters with pre-heating can be applied 
to new or existing installations. The integrated pump-motor combination draws fluid from the 
reservoir, pumps it through a heating element, filters the fluid and returns it to the reservoir. 

Advantages

	� Extremely clean oil due to the high filtration efficiency ß0,5 > 200, ß2 > 2330
	� Prevention of channel forming by radial filtration direction
	� Increased flow capacity 
	� Increased dirt holding capacity
	� Large water holding capacity
	� Compact and easy maintenance design
	� Longer usage life for oil and components

Heated Offline Filters § Type OLSH

Offline and Bypass Filters
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Heated Offline Filters § Type OLSH

All dimensions in mm / in

Dimensions OLSH-1-60-H-BDimensions OLSH-1-30-H-B  

Offline and Bypass Filters
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Technical Data Heated Offline Filters 

OLSH-1-30-H-B OLSH-1-60-H-B

Number of Filter Housings 1 1

Nominal Flow
2,1 l/min 4,2 l/min
.6 US GPM 1.2 US GPM

Max. Differential Pressure
6,2 bar
90 PSI

Max. Fluid Temperature
+80 °C
+176 °F

Max. Housing Pressure
20 bar
290 PSI

Heater Capacity 2 kW

Connection Suction Side G3/8 G1/2

Connection Return Side G1/2 G1/2

Hose Diameter 1/2 in (inner diameter) flexible hose 3/4 in (inner diameter) flexible hose

Weight (including Element)
24 kg 28 kg
44 lbs 62 lbs

Max. System Volume
1350 l 2700 l
356 gal 713 gal

Dimensions
H x W x D

567 x 475 x 188 mm 869 x 475 x 188 mm
22.32 x 18.70 x 7.40 in 34.21 x 18.70 x 7.40 in

Connection for Online Particle 
Counter STAUFF Test (M16 x 2) STAUFF Test (M16 x 2)

Pump Gear Pump

Motor See page 196 for electric motor details

Connection Oil-Analysis:
P1 filter inlet side
P2 filter outlet side

Test connector (M16 x 2) Red
Test connector (M16 x 2) Yellow

STAUFF Heating Efficiency Curve

(l/min) Single Pass

∆T
 H

ea
te

r i
n 

ºC

Flow Single Pass in l/min

Filter with manifold
and Bypass valve

Connections for an
in-line particle

counter

Heater with
integrated
thermostat

Heated Unit Hydraulic Schematic

Heated Offline Filters § Type OLSH

Offline and Bypass Filters
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a Type
	 Filter Element Series	 SRM 

b Filter Element Length

c Filter Material and Micron Rating d Sealing Material

e Sealing Material

 f E-Motor Options

g Pump Options
	

h Clogging Indicator

i Mounting Options
 
 

a Type
	 Heated Offline Filter Unit	 OLSH 
	 (for industrial applications)

b Housing Configuration

 
c Filter Element Length

d Filter Material

Type Code

230/400 V AC, 50 Hz, three phases, 1360 r/min
255/460 V AC, 60 Hz, three phases, 1630 r/min
(50 Hz and 60 Hz standard)

A

230 V AC, 50 Hz, single phase G
230/400 V AC, 50 Hz, three phases, IP65 A-IP65
230 V AC, 60 Hz, single phase, 1630 r/min H

Note: Special motors on request.

Standard for 50 Hz Motor Standard for Code
1,6 cc/rev. OLSH-1-30-H-B 00
3,15 cc/rev. OLSH-1-60-H-B 10
1.0 cc / rev. 60

60 Hz Motor Standard in Code
1,25 cc / rev. OLSH-1-30-H-B 01
2,5 cc / rev. OLSH-1-60-H-B 11

Visual clogging indicator V

Heated Offline Filter Housings / Complete Filters § Type OLSH

Filter Elements § Type SRM

NBR (Buna-N®) (standard) B
FKM (Viton®) V

NBR (Buna-N®) (standard) B
FKM (Viton®) V

No options (standard) 0

Material Micron  
Rating µm Code

Cellulose (standard) 0,5 H
Inorg. glass fibre 1 E-01
Inorg. glass fibre 3 E-03
Inorg. glass fibre 5 E-05
Inorg. glass fibre 10 E-10
Inorg. glass fibre 20 E-20
Inorg. glass fibre and polymer  
(water absorption) 5 EA

Material Micron  
rating µm Code

Cellulose (standard) 0,5 H
Inorg. glass fibre 1 E-01
Inorg. glass fibre 3 E-03
Inorg. glass fibre 5 E-05
Inorg. glass fibre 10 E-10
Inorg. glass fibre 20 E-20
Inorg. glass fibre and polymer  
(water absorption) 5 EA

OLSH   -   1   -   30   -   H   -   B   -   A   -   00   -   V   -   O

Single housing 1

300 mm / 11.81 in 30
600 mm / 23.62 in 60

300 mm / 11.81 in 30
600 mm / 23.62 in 60

Offline and Bypass Filters

e	Design Code
	 Only for information	 X

SRM   -   30   -   H   -   B   /   X
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Bypass Filters § Type BPS

Description

STAUFF BPS Bypass Filter can be used for OEM first fit applications as well as for 
retro-fitting. The filtration is done in a bypass configuration from the main hydraulic system.

The STAUFF BPS Filter Systems are available with one filter housing (BPS-1A, maximum 
flow 2,1 l/min / .6 US GPM) or with two filter housings (BPS-2A, maximum flow 4,2 l/min / 
1.1 US GPM) at a viscosity between 20 ... 160 cSt. The STAUFF Bypass Filter Units are 
especially designed for mobile applications in hydraulic and/or transmission systems.

In the absence of a pumped system, the oil is drawn from the main system by means of a
specially designed and integrated flow valve. The amount of oil extracted at any time 
is insignificant therefore ensuring that it will not affect the working of the main system. 
Most commonly used biodegradable oils in the mobile sector are suitable for filtration 
with STAUFF Filter Elements.

STAUFF Systems have been applied on a wide range of mobile hydraulic machinery,
cleaning fluids to levels not previously possible with conventional filtration methods, 
resulting in dramatic increases in component life.

Material
	� Housing:	 Anodized Aluminium 

Differential Pressure
	� Max. 6,2 bar / 90 PSI

Temperature Range
	� Max. +80 °C / +176 °F media temperature 

Media Compatibility
	� Mineral and lubrication oils, others on request 

Options and Accessories (only for BPS)

Clogging Indicators	
	� Visual clogging indicators

Valves
	� Available with flow control valve 

Offline and Bypass Filters

Type BPS 

	� Bypass filter units are especially designed for mobile  
applications in hydraulic and/or transmission systems

	� No special motor-pump unit is required 

	� Housing pressure:	 max. 20 bar / 290 PSI
	� Nominal flow rate:	 max. 4,2 l/min / 1.1 US GPM
	� System volume:		  max. 1350 l / 356 gal
	� Connections: 		  G1/4, G1/2
	� Pressure range:		  12 ... 420 bar / 180 ... 6200 PSI

Type BPS 

	� Bypass filter units are especially designed for mobile  
applications in hydraulic and/or transmission systems

	� No special motor-pump unit is required 

	� Housing pressure:	 max. 20 bar / 290 PSI
	� Nominal flow rate:	 max. 4,2 l/min / 1.1 US GPM
	� System volume:		  max. 2700 l / 713 gal
	� Connections: 		  G1/4, G1/2
	� Pressure range:		  12 ... 420 bar / 180 ... 6200 PSI
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All dimensions in mm / in

Dimensions BPS-2-30-H-BDimensions BPS-1-30-H-B

Bypass Filters § Type BPS

Offline and Bypass Filters

Top View Top View
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d Filter Material and Micron Rating

e Sealing Material	

f	Clogging Indicator

g	Valve Options 

h	Mounting Options

a	Type
	 Bypass Filter Unit	 BPS
	 (for mobile applications)

b	Housing Configuration

c Filter Element Length

a Type
	 Filter Element Series	 SRM 

b Filter Element Length

c Filter Material and Micron Rating 

	

d Sealing Material 

	

Bypass Filters § Type BPS

Technical Data BPS

BPS-1-30-H-B BPS-2-30-H-B

Number of Filter Housings 1 2

Nominal Flow Rate
2,1 l/min 4,2 l/min
.6 US GPM 1.1 US GPM

Max. Differential Pressure
6,2 bar over the filter element without back pressure
90 PSI over the filter element without back pressure

Max. Fluid Temperature
+80 °C
+176 °F

Max. Housing Pressure
20 bar
290 PSI

Viscosity Range
20 ... 160 cSt
100 ... 750 SUS

Connection Pressure Side G1/4
Connection Return Side G1/2
Hose Diameter 3/8 ... 1/2 in (inner diameter) flexible hose

Weight (including Element)
6 kg 13 kg
13.2 lbs 28.7 lbs

Max. System Volume
750 l 1500 l
200 gal 400 gal

Dimensions
H x W x D

410 x 190 x 178 mm 410 x 340 x 178 mm
16.14 x 7.48 x 7.00 in 16.14 x 13.38 x 7.00 in

Connection for On-Line Particle 
Counter STAUFF Test (M16 x 2)

Pressure Range
12 ... 420 bar
180 ... 6200 PSI

Connection Oil-Analysis:
P1 filter inlet side
P2 filter outlet side

Test connector (M16 x 2) Red
Test connector (M16 x 2) Yellow

Bypass Filter Housings / Complete Filters § Type BPS

No bracket (standard) 0
With standard foot / bulk head mounting bracket 1
With “bulk head mounting only” bracket 2
With standard ‘OLS’ wall mounting bracket 3

With flow control valve (standard) 0
Without flow control valve 1

BPS   -   1   -   30   -   H   -   B   -   V   -   O   -   O

Filter Elements § Type SRM

SRM   -   30   -   H   -   B   /   X

300 mm / 11.81 in 30

NBR (Buna-N®) (standard) B
FKM (Viton®) V

NBR (Buna-N®) (standard) B
FKM (Viton®) V

Visual clogging indicator V
Material Micron  

Rating µm Code

Cellulose (standard) 0,5 H
Inorg. glass fibre 1 E-01
Inorg. glass fibre 3 E-03
Inorg. glass fibre 5 E-05
Inorg. glass fibre 10 E-10
Inorg. glass fibre 20 E-20
Inorg. glass fibre and polymer  
(water absorption) 5 EA

Material Micron  
Rating µm Code

Cellulose (standard) 0,5 H
Inorg. glass fibre 1 E-01
Inorg. glass fibre 3 E-03
Inorg. glass fibre 5 E-05
Inorg. glass fibre 10 E-10
Inorg. glass fibre 20 E-20
Inorg. glass fibre and polymer  
(water absorption) 5 EA

300 mm / 11.81 in 30

Single housing 1
Twin housing 2

Offline and Bypass Filters

e	Design Code
	 Only for information	 X



202

G

Offline Filter OLS Hydraulic Symbol

Filter Element SRM-30-HB ∆p / viscosity - graph 
(at a flow of 2,1 l/min / .6 US GPM per element)

Hydraulic-
system

Protection 
filter

Pump with 
variable flow

M

Manifold with filter and bypass

Hydraulic-
system

Protection 
filter

Flow
control
valve

12 ... 420 	
    bar
180 ... 6200
PSI

Manifold with filter and bypass

Connection for online  
particle counter

Connection for online  
particle counter

Actual values

Actual values

Flow Characteristics Offline Filter OLS with
Filter Element SRM-30-H-B (at maximum viscosity)

Flow in l/minFlow in l/min
	 1	 1.1	 1.2	 1.3	 1.4	 1.5	 1.6	 1.7	 1.8	 1.9	 2	 2.1	 2.2	 2.3	 2.4	 2.5	 2.6	 1	 1.1	 1.2	 1.3	 1.4	 1.5	 1.6	 1.7	 1.8	 1.9	 2	 2.1	 2.2	 2.3	 2.4	 2.5	 2.6
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Bypass Filter BPS Hydraulic Symbol

Bypass and Offline Filters § Type OLS / BPS

Viscosity in cSt

Actual values

∆p
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Flow Characteristics Bypass Filter BPS with
Filter Element SRM-30-H-B (at maximum viscosity)

Offline and Bypass Filters
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Offline and Bypass Filters
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Offline and Bypass Filters
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Offline and Bypass Filters
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Filtration Systems

Filtration Systems

STAUFF Europe Filter Systems 208

209

209

STAUFF America Filter Systems

STAUFF Australia Filter Systems

208 - 209
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Type SMFS-P-015 

	� Portable hand-held unit 
	� Compact and light-weight design 
	� Very flexibilty
	� High-quality gear pump 

	� Nominal flow rate: max. 15 l/min / 4 US GPM
	� Motor versions: 230 V 50 Hz or 400 V 50 Hz 
	� Micron rating available from 3 ... 125 µm
	� Also available with a blank filter element for the reason  
of used oil to be removed from the hydraulic reservoir

	� Weight: approx. 33 kg / 73 lbs

Type SMFS-U-030 

	� Mobile Filtration system 
	� Robust steel frame push cart 
	� Maximum flexibility
	� High-quality gear pump 

	� Nominal flow rate:	max. 30 l/min / 8 US GPM
	� Motor versions: 230 V 50 Hz or 400 V 50 Hz 
	� Micron rating available from 3 ... 125 µm
	� Water absorbing element SF-6721-W
	� Also available with a blank filter element for the reason  
of used oil to be removed from the hydraulic reservoir

	� Weight: approx. 58,5 kg / 129 lbs

Type SMFS-U-060 

	� Mobile Filtration system 
	� High nominal flow rates
	� Long-term operating times
	� High-quality gear pump 

	� Nominal flow rate: max. 60 l/min / 15 US GPM
	� Motor unit 400 V 50 Hz 
	� Micron rating available from 3 ... 125 µm
	� Weight: approx. 165 kg / 364 lbs

Type SMFS-U-110

	� Mobile Filtration system 
	� High nominal flow rates
	� Long-term operating times
	� High-quality gear pump 

	� Nominal flow rate: max. 110 l/min / 30 US GPM
	� Motor unit 400 V 50 Hz 
	� Micron rating available from 3 ... 125 µm
	� Weight: approx. 177,2 kg / 391 lbs

Type SMFS-U-CM-110

	� Mobile Filtration system 
	� High nominal flow rates
	� Long-term operating times
	� High-quality gear pump
	� Integrated 8-chanel particle counter 

	� Nominal flow rate: max. 110 l/min / 30 US GPM
	� Motor unit 400 V 50 Hz 
	� Micron rating available from 3 ... 125 µm
	� Weight: approx. 220 kg / 485 lbs

Type SMFS-U-DL-015-G 

	� Extremely robust transport cart 
	� Heavy-duty rollers, steerable and with 
locking device on the rear end

	� Convenient filling nozzle
	� High-quality gear pump
	� for 200 l / 52 US GAL oil drums 

	� Nominal flow rate:	max. 15 l/min / 4 US GPM
	� Motor versions: 230 V 50 Hz
	� Spin-On filter Element of the series SFC-57/58 
including visual clogging indicator 

	� Micron rating available from 3 ... 125 µm
	� Water absorbing element SF-6721-W
	� Weight: approx. 85 kg / 187 lbs 
(without oil drum)

STAUFF Europe

Product Description

STAUFF Mobile Filtration Systems type SMFS are designed to cover a wide application range 
in the area of offline-filtration.

Being compact, powerful and robust the units assist the preventive maintenance, either 
when transferring fresh oils or purifying existing hydraulic and lubrication oil systems.

By selecting high-quality components, the SMFS is suitable for purifying small and  
medium size systems in a very short time or for a permanent offline-filtration on large 
hydraulic systems.

	� High nominal flow rates of 15 l/min / 4 US GPM respectively 110 l/min / 30 US GPM by 
using high-quality gear pumps and energy-efficient, high-performance three phase motors 
suitable for continuous duty cycle 

	� Flexible use (mobile or stationary offline-filtration, filter elements available in different 
micro ratings)

	� All Units are equipped with a 200 µm pre filter
	� Drip pan for residual oil
	� Easy and safe handling
	� Rugged construction
	� Filter elements with 4Pro media provide high dirt holding capacity and  
filtration performance

	� Made in Germany

Filtration Systems
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STAUFF America

Product Description

The Stauff portable filter carts, (SCFC & SPFC models), are very complete and efficient 
units capable of off line filtration, filling or emptying reservoirs or any application requiring 
the transfer or filtration of hydraulic fluid. Multi stage filtration can be achieved to extend 
element life. Both units are available with a variety of different spin on elements for quick 
and easy change to match the application requirements.

The SCFC is a very lightweight and compact cart perfect for most maintenance departments.  
The cart is assembled with either a single or double head allowing for flexibility.

The SPFC comes standard with a suction element, (125 µm), and two double heads which 
maximizes the carts filtration capabilities. It is also available as a Condition and Monitoring 
cart which incorporates Stauff’s LPM-II Particle monitor for accurate monitoring of the fluids 
cleanliness condition.

Type SCFC-05 / 10 

	� Flow capability of 19 l/min / 5 GPM or 38 l/min / 10 GPM
	� Single or three phase electric motor-1HP
	� Thermal overload relays
	� Welded frame cart
	� Filter head with by-pass valve
	� Visual clogging indicator
	� On/Off butons 
	� Weight: 52 kg / 115 lbs

Type SPFC-10 

	� Flow capability of 38 l/min / 10 GPM
	� On/Off buttons with 10 foot power cord
	� Single or three phase motor-1HP
	� Heavy duty welded frame with drip pan and tool tray
	� 3-way ball valve to by pass filters
	� 3/6/12/25 µm and water absorption filter elements 
available

	� Available as a drum cart
	� Optional Condition and monitoring configuration
	� Weight: 86 kg / 190 lbs

STAUFF Australia and New Zealand

Product Description

STAUFF Mobile Filtration Systems type SPFC is designed to cover a wide application range in 
the area of offline-filtration. This is an essential tool for preventive maintenance, either when 
transferring new oils or purifying existing hydraulic and lubrication oil systems.

The Stauff Portable Filter Cart type SPFC is a very complete and practical unit utilising dual 
stage filtration 1. pre-filtration through magnetic core 2. final filtration through a 10 micron 
micro-glass element. 

This system is designed for the transfer, draining or filling of reservoirs, or filtration of 
mineral oil based fluids for hydraulic systems & gear boxes limited to a viscosity range of 
10-150 mm^2/sec (cSt).
 
The application of the SPFC offers excellent mobility for maintenance, resulting in clean oil 
changes, increasing the lifetime of components and a higher availability of machinery. 

	� Suction/Delivery Hoses: 3/4“ ID x 3 m / 9.84 ft 
(Suction hose fitted with drum lance H: 900mm / 35.43 in)

	� Heavy duty frame with solid rubber wheels
	� Operation & maintenance manual
	� Lockable storage box
	� Drip tray
	� Hose storage hooks
	� Oil resistant rubber handle grips

Type SPFC 

	� Flow: 		  23 l/min / 6 US GPM - Nominal
	� Voltage: 		  240 V / 50 Hz 
	� Start/Stop station with 	 3 m / 9.84 ft cable 
	� Electric motor: 	 1450 RPM 0,55 KW
	� Pump: 		  Gear type 23 LPM @ 1450 RPM 
	� Filter: 		  Magnetic Core (integral pre-filter) 
	� Element: 		  10 µm
	� Bypass valve opens @ 	 1,5 bar / 18.12 PSI 
	� Seals/O-rings: 	 Buna-N® Rubber
	� Clogging Indicator: 	 Clean ΔP= 1,25 bar / 18.12 PSI
	� Weight: 		  53 kg / 117 lbs
	� Dimensions (H x W x D):	 1300 x 620 x 500 mm / 51.18 x 24.40 x 19.68 in

Filtration Systems
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Product-Specific Abbreviations

Abbreviation Product Category Product Description Page
BPS Offline and Bypass Filters Bypass Filters 199
HI Pressure Filters Clogging Indicator for Pressure Filters 54
HIM Pressure Filters Clogging Indicator for SMPF Series 63
HVB Pressure Filters Bypass valve 53
HVM Pressure Filters Multi-function valve 53
HVN Pressure Filters Non-return valve 53
HVO Pressure Filters Non-bypass standard insert 53
HVR Pressure Filters Reverse flow valve 53
Limit-Switch Return-Line Filters Electrical Clogging Switch for RF Series 73
Limit-Switch Return-Line Filters Electrical Clogging Switch for RFA Series 81
Limit-Switch Return-Line Filters Electrical Clogging Switch for RFB Series 89
Limit-Switch Return-Line Filters Electrical Clogging Switch for RFS Series 99
Limit-Switch Return-Line Filters Electrical Clogging Switch for RTF Series 125
Limit-Switch Spin-On Filters Electrical Clogging Switch for Spin-On Filters 177
OLS Offline and Bypass Filters Offline Filters 183
OLSH Offline and Bypass Filters Heated Offline Filters 195
OLSW Offline and Bypass Filters Water Absorbing Offline Filters 189
RA Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 122
RE-014 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 72
RE-022 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 88
RE-030 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 80
RE-045 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 98
REA Return-Line Filters Air Filter Element for RFB Series 88
REL Replacement Filter Elements Filter Elements for In-Line Filters SRFL-SW Series 146
RF Return-Line Filters Return-Line Filters for Tank-Top Mounting 69
RFA Return-Line Filters Return-Line Filters for Tank-Top Mounting 77
RFB Return-Line Filters Return-Line Filters for Tank-Top Mounting 85
RFS Return-Line Filters Return-Line Filters for Tank-Top Mounting 93
RFS-D Return-Line Filters Return-Line Filters for Tank-Top Mounting 93
RTE-20 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 110
RTE-25 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 106
RTE-47 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 112
RTE-48 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 114/112
RTE-49 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 112
RTE-58 Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Return-Line Filters 118
RTEA Return-Line Filters Air Filter Element for RTF-20 Series 110
RTF-10/15/25 Return-Line Filters Return-Line Filters for Tank-Top Mounting 103
RTF-20 Return-Line Filters Return-Line Filters for Tank-Top Mounting 107
RTF-40 Return-Line Filters Return-Line Filters for Tank-Top Mounting 111
RTF-50 Return-Line Filters Return-Line Filters for Tank-Top Mounting 115
RTF-N Return-Line Filters Return-Line Filters for In-Tank Mounting 119
SAF-05 / 06 / 07 / 11 Spin-On Filters Spin-On Filter Heads 153
SAF-10 / 13 Spin-On Filters Spin-On Filter Heads 154
SBK Replacement Filter Elements for Single, Double and Automatic Filters Star-Pleated Elements, Basket and Ring Sieves 32
SBM Replacement Filter Elements for Single, Double and Automatic Filters Multimantle Elements 33
SBS Replacement Filter Elements for Single, Double and Automatic Filters Star-Pleated Elements, Basket and Ring Sieves 32
SBS-124 Replacement Filter Elements for Single, Double and Automatic Filters Paper, Fibreglass and Polyester Elements 33
SCFC Filtration Systems Filtration Systems STAUFF America 209
SE Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for High Pressure Filters 40/44/48/52
SF Pressure Filters High Pressure Filters (Inline) 37
SF-63 Spin-On Filters Spin-On Filter Elements 171
SF-65 Spin-On Filters Spin-On Filter Elements 172
SF-67 Spin-On Filters Spin-On Filter Elements 173
SFA Pressure Filters Medium Pressure Filters (Inline) 49
SFC-35 / 36 Spin-On Filters Spin-On Filter Elements 169
SFC-57 / 58 Spin-On Filters Spin-On Filter Elements 170
SFCT-35 / 36 Spin-On Filters Spin-On Filter Elements 169
SFCT-57 / 58 Spin-On Filters Spin-On Filter Elements 170
SFK Replacement Filter Elements for Single, Double and Automatic Filters Screw-In and Plug-In Elements 32
SFK-320 Replacement Filter Elements for Single, Double and Automatic Filters Plastic Elements 33
SFK-439 Replacement Filter Elements for Single, Double and Automatic Filters Heavy Fuel Elements 32
SFK-445 Replacement Filter Elements for Single, Double and Automatic Filters Plastic Elements 33
SF-TM Pressure Filters High Pressure Filters (Top-mounted) 41
SFZ Pressure Filters High Pressure Filters (Sandwich) 45
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Abbreviation Product Category Product Description Page
SLF-02 / 03 / 04 Spin-On Filters Spin-On Filter Head 152
SME Replacement Filter Elements for Applications involving Hydraulic and Lubrication Oils Filter Elements for Medium Pressure Filters 62
SMFS Filtration Systems Filtration Systems STAUFF Europe 208
SMPF Pressure Filters Medium Pressure Filters (Inline) 59
SPFC Filtration Systems Filtration Systems STAUFF Australia and New Zealand 209
SPFC-10 Filtration Systems Filtration Systems STAUFF America 209
SPG-C Return-Line Filters Visual Clogging Indicator for RF Series 73
SPG-C Return-Line Filters Visual Clogging Indicator for RFA Series 81
SPG-C Return-Line Filters Visual Clogging Indicator for RFB Series 89
SPG-C Return-Line Filters Visual Clogging Indicator for RFS Series 99
SPG-C Return-Line Filters Visual Clogging Indicator for RTF Series 125
SPG-C Spin-On Filters Visual Clogging Indicator for Spin-On Filters 177
SRFL-D In-Line Filters In-Line Filters - Duplex Housing 129
SRFL-S In-Line Filters In-Line Filters - Simplex Housing 129
SRFL-SW In-Line Filters In-Line Filters for Industrial Water 143

SRM Replacement Filter Elements Filter Elements for Offline and Bypass Filters 181/188/ 
194/198/
201

SSF-100 / 120 /  
120L / 130 / 160

Spin-On Filters Spin-On Filter Heads 157

SSF-12 Spin-On Filters Spin-On Filter Head 155
SSF-150 / 180 Spin-On Filters Spin-On Filter Heads 158
SSF-20L Spin-On Filters Spin-On Filter Head 156
SSF-24B Spin-On Filters Double Spin-On Filter Head 159
SSF-24N / 24S Spin-On Filters Double Spin-On Filter Heads 160
SSF-25 Spin-On Filters Double Spin-On Filter Head 163
SSF-25B Spin-On Filters Double Spin-On Filter Head 161
SSF-25FM Spin-On Filters Double Spin-On Filter Head 162
SSFT-12 Spin-On Filters Tank Top Spin-On Filter Head 165
SSFT-12B Spin-On Filters Tank Top Spin-On Filter Head 164
SSFT-20 Spin-On Filters Tank Top Spin-On Filter Head 167
SSFT-20B Spin-On Filters Tank Top Spin-On Filter Head 166
WR-40 Return-Line Filters Weld Ring for RTF-40 Series 113
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